DIMENSIONS + CONSTRUCTION (NOMINAL)

Outside Hx W x D _33]5.4 x 514.5 x 102.0 mm [13.20 x 20.26 x 4.02
in

Inside H X W x D (nominal) [ 332.4 x511.5 x 97.6 mm

Built for IMD 18.5" panel PC

Display cutout (drawn) 470.0 x 290.9 mm, R3 max, cut to your IMD
model

Front Display cutout only

Rear Removable gasketed cover, 8 screws, VESA
100 pattern

Cable entry 2 x @20.5 mm (M20) gland holes, bottom

Sheet thickness 1.5 mm (shell)

IMD 18.5" OPENINGS BY GENERATION

IMD 18.5" 2nd Gen | 470.0 x 290.9 mm (drawn)
102.0 [4.02" 0
470.0 [18.50"] CUTOUT [ 100.0 [3.94"] VESA NOTES ‘
— 1. Dimensions mm [inch].
© 2. Display, mini PC and operators sold separately.
@ 3. The opening is laser-cut to the IMD model you order; the drawn opening is
[=] ( ) o o the largest IMD 18.5" unit.
N 4. Origin of the 3D model: centre of the front face, +Y up, +Z out of the
ﬁ front.
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SKU DRAWING
HMI HOUSING FOR IMD 18.5" PANEL PC - 304 STAINLESS STEEL
N EMA4 Enclosu re , N IMD-HMI-SS4-185 IMD-HMI-SS4-185-GA
MATERIAL: 304 stainless steel, #4 brushed finish
RATING: manufacturer-rated IP65-type front seal with the display installed - not UL listed SHEET SCALE
by Industrial Monitor Direct Reference drawing - nominal dimensions, final dimensions confirmed with your order. 10F 1 1:6
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